
.64 / 16.2

.19 / 4.8

.12 / 3.0

.15 / 3.8

2.58 / 65.6

2.33 / 59.2

2.41 / 61.2

2.50 / 63.4

1.88 / 47.8

2.43/61.7

1.50 / 38.1

1.87 / 47.4

4.32/109.7

1.69 / 42.9

Series 4 - Rotary Vane Pump
Clamp-On Style

"A" Mounting "B" Mounting with
1143 Bronze Coupling

869 Seven Oaks Blvd.
Suite 120
Snyrna, TN 37167
615-355-8000
mail@proconpump.com

.60 / 15.2

.19 / 4.8

1143 Bronze coupling

1/2-14 NPT or
1/2-14 BSPP (G1/2)
Inlet/Outlet Ports

cathleen
fws

https://www.freshwatersystems.com/c-671-procon-pumps.aspx


.21 / 5.4

3.31 / 84.0
2.06 / 52.3

2.12 / 53.91.88 / 47.8

4.48 / 113.7

Series 4 - Rotary Vane Pump
Bolt-On Style

2.58 / 65.6

.38/9.7

.44 / 11.1 n2.75 / 69.9 B.C.

Ø.281/7.13 thru
3 plcs.
equally
spaced

"E" Mounting

869 Seven Oaks Blvd.
Suite 120
Smyrna, TN 37167
615-355-8000
mail@proconpump.com

1/2-14 NPT or
1/2-14 BSPP (G1/2)
Inlet/Outlet ports

1.69 / 42.92.41 / 61.2

2.50 / 63.5

.49 / 12.5

1.17 / 29.7




